E. Mazza, list of archival publications (April 2013)

**Book chapters**


**Peer reviewed journal papers**


64 Röhrnbauer B., Mazza E., 2013, A non-biological model system to simulate the in vivo mechanical behavior of prosthetic meshes, *Journal of the Mechanical Behavior of Biomedical Materials*, 20, 305-315


54 Ozog, Yves; Mazza, Edoardo; De Ridder, Dirk; Deprest, Jan, 2012, Biomechanical effects of polyglecaprone fibers in a polypropylene mesh after abdominal and rectovaginal implantation in a rabbit, Int. Urogyn. J., 23, 10, 1397-1402


52 Weber, B; Emmert, MY; Behr, L; Schoenauer, R; Brokopp, C; Drogemuller, C; Modregger, P; Stamparoni, M; Vats, D; Rudin, M; Buzsle, W; Farine, M; Mazza, E; Frauenfelder, T; Zannettino, A; Zund, G; Kretschmar, O; Falk, V; Hoerstrup, SP, 2012, Prenatally engineered autologous amniotic fluid stem cell-based heart valves in the fetal circulation, Biomaterials, 32, 16, 4031-4043


50 Di Lillo, L; Schmidt, A; Carnelli, DA; Ermanni, P; Kovacs, G; Mazza, E; Bergamini, A, 2012, Measurement of insulating and dielectric properties of acrylic elastomer membranes at high electric fields, Journal of applied physics, 111, 2, Article Number: 024904

49 Schmidt, A; Bergamini, A; Kovacs, G; Mazza, E, 2011, Multiaxial Mechanical Characterization of Interpenetrating Polymer Network Reinforced Acrylic Elastomer, Experimental Mechanics, 51, 8, 1421-1433

48 Weber, B; Schoenauer, R; Papadopulos, F; Modregger, P; Peter, S; Stamparoni, M; Mauri, A; Mazza, E; Gorelik, J; Agarkova, I; Frese, L; Breymann, C; Kretschmar, O; Hoerstrup, SP, 2011, Engineering of living autologous human umbilical cord cell-based septal occluder membranes using composite PGA-P4HB matrices, Biomaterials, 32, 36, 9630-9641

47 Barbarino, GG; Jabareen, M; Mazza, E, 2011, Experimental and numerical study on the mechanical behavior of the superficial layers of the face, Skin Research and Technology, 17, 4, 434-444


45 Ozog, Y; Konstantinovic, ML; Werbrouck, E; De Ridder, D; Mazza, E; Deprest, J, 2011, Persistence of polypropylene mesh anisotropy after implantation: an experimental study, B.J. Obst. and Gyn., 118, 10, 1180-1185


43 Haller, CM; Buerzle, W; Brubaker, CE; Messersmith, PB; Mazza, E; Ochsenbein-Koelble, N; Zimmermann, R; Ehrbar, M, 2011, Mussel-mimetic tissue
adhesive for fetal membrane repair: a standardized ex vivo evaluation using elastomeric membranes, Prenatal Diagnosis, SI, 654-66


41 Ozog, Y; Konstantinovic, ML; De Ridder, D; Mazza, E; Deprest, J, 2010, Weight of Polypropylene Mesh is not the only Property defining the in vivo mesh biomechanics, Int. Urogyn. Journal, 21,1,S70


39 Binda, L; Holdsworth, SR; Mazza, E, 2010, Influence of prior cyclic deformation on creep properties of 1CrMoV, Materials at high temperatures, 27 (1): 21-27


31 Holdsworth, S.R., Mazza, E., 2008, Exploring the applicability of the LICON methodology for a 1%CrMoV steel *, Materials at High Temperature, 25 (4), 267-276


24  B. Masserey, E. Mazza, 2007, Ultrasonic sizing of short surface cracks, Ultrasonics 46, 195-204
20  E. Mazza, A. Nava, M. Bauer, R. Winter, M.Bajka, G. A. Holzapfel, 2006, Mechanical properties of the human uterine cervix: an in vivo study, Medical Image Analysis, 10, 125-136
16  M. Wissler, E. Mazza, 2005, Modeling and simulation of dielectric elastomer actuators, Smart materials and structures, 14, 1396-1402.


**Peer reviewed proceedings**


G. Barbarino, M. Jabareen, J. Trzewik, E. Mazza, 2008, Physically based finite element model of the face, ISBMS 2008, Lecture Notes in Computer Sciences, 5104, 1-10,


**Other archival publications**


**Patent applications**


E. Mazza, J. Dual: Swiss p.a. 1646/96, 1996

**PhD Thesis**